
AGS - Protector  GR-700  

Technical information 

 

Attention: As a manufacturer, we point out that all the details of this technical information are 

to be tested by their own tests and technical information meet shall be updated. 

Cleaner Protector GR 700 is a fast-dissolving cleansing gel for graffiti removal.  

Technical data                                                                                                                           . 

Form:     Pasty  

Color:     white-opaque  

Smell:     fruity  

Flash point:    95 ° C  

Density:    1.11  

Vapour pressure:   28.00 mbar  

Boiling point:    100 ° C.  

Storage time:    1 year  

Container:     10 l 

Processing                                                                                                                                . 

Protector Cleaner GR-700 is ready for odor and may not be changed. Protector Cleaner GR-700 apply 

with a brush. Redeemed graffiti can be removed by means of hot-water high-pressure cleaners, if 

necessary repeat the process. 

Consumption: 
Smooth Surfaces:   max. 100ml / m² 
Absorbent substrates:   max. 200ml / m² 

Disposal data                                                                                                                            .  . 

Waste key number: 
Color and paint waste  EAKV: 080111 
Water hazard: WGK1 

 

Hazard Statement                                                                                                                        . 

Irritating to eyes and skin. In case of contact with eyes, rinse thoroughly with water and consult a 

doctor. Use only in well-ventilated areas. Keep out of the reach of children. If swallowed, seek medical 

advice immediately and show this container or label. Wear gloves. For airless spray use disposable 

protective suit and mask A2/P2. 

 
All information on this technical information are based on practical experience. General liability is 
excluded because of the different practice requirement. Tests will be carried out. With publication of 
this information back issues are no longer valid. 
 
 
 
Muschert Oberflächentechnologie    Marcel Muschert         Burgweg 2     07334 Kamsdorf 
Fon: +49 3671/611363   Fax: +49 3671/459673   info@ags-muschert.de Internet www.ags-muschert.de 


